


UR24 installation accessories

The UR24 robust construction with stainless 
steel case and IP67 protection, allows the 
installation in any aggressive environment 
using both standard varivent fittings and 
Maselli adapters including weld ends, 
flanges, DIN 11851. For specific applications, 
the mounting adapter may be equipped with 
dedicated system for prism cleaning.

Measurement limits:

Accuracy: 

Measurement scale: 

Response time:

0…20 RD 

0.5% of measurement, max accuracy 0.00125 RD

%STANDARD; equivalent Total Acidity; Brix; RD 

7 minutes for a complete cycle

Measurement temperature:

Max sterilization temperature:

Line pressure:

Power supply:

Interfaces:
- Digital

- Analog

Protection Category:

Dimension and weight:

-5…+105°C (23…221°F)
-5…+140°C (23…284°F) for UR24 LP version

125°C (257°F) x 30 min or 
145°C (293°C) x 30 min for  UR24 LP version

max. 10 bar (145 psi) at 20 °C (68 °F) 
max. 8 bar (116 psi) at 100 °C (212 °F)  
Special configuration for pressures till 25 bar (362 psi) 
at 100°C (212 °F) 

AC 24V +/- 10%, 50…60Hz, 0.6A
DC 24V +/- 10%, 0.6°

RS422/485 

Profibus by means of external converter (option)
0…20mA or 4…20mA into 470Ω

IP67 to EN60529

Ø176 (b) x 192.5 (h) x 132.5 (p), 3.3 kg 

Más productos para 
el análisis de la 
concentración de 
los líquidos 

Analizador de Bebidas 
de Laboratorio
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process analyzers

OPERATING SPECIFICATION

TECHNICAL FEATURES

IB08

Analizador de Bebidas 

43125 Parma - Italy - Tel. +39.0521.257411 
www.maselli.com

LP10

Laboratorio– Diet, Brix, Fresh 
Brix, CO2

En línea - Bx / Diet / CO2

https://www.linkedin.com/company/maselli-misure-s.p.a./
https://www.youtube.com/channel/UCnKiPUkWvgX_GdubsWpPtwg
https://www.facebook.com/masellimisurespa



